
0.843 

 2.039 
#10-32 thd.
outlet

1/8” NPT
male inlet

 2.195 

 0.933 

#10-32 
thd. port 
plugged

1/8” NPT
female
outlet

1/8” NPT
male
inlet

 1.281 
 0.563 

 
0.750 
dia.

 0.875 
dia. 

 0.125 

 0.610 

0.125 dia.
inlet

0.125 dia. dowel pin
for anti-rotation
(not included)

0.125 dia.
outlet

±0.002

 0.312 

 0.468 dia. 

 1.810 

 0.151 

#10-32 thd.
inlet

 0.218 
0.063 dia.
3 places
outlet

0.250
slot
depth

 2.055 

 0.125 

 0.297 
 0.710 

 0.200 

0.584
max.

inlet

outlet

 0.437 

0.129 dia. slot
for non-
rotation

877-245-6247 | clippard

DR-2 PRECISION REGULATORS
0.834
max.

 0.250 

 0.156
dia. 

 0.868 dia. 

 0.609 

 1.805 

screwdriver
slot adjustment

locknut

5/16-24 thd.

#10-32 thd.
outlet

#10-32 thd.
inlet

#10-56 adjustment 
thd.

DR-2 DR-2P DR-2BP

optional
knob “K”

DR-2C

DR-2M


