
For Use with 15 mm & Maximatic Valves

•  Available with or without LED and Surge Suppression

•  DIN 43650

•  Available with 6’ or 15’ PVC molded three-wire cord set

Replaces DIN Connectors as found on Page 226 of Catalog CILCAT-1006.

VALVE DIN CONNECTORS UPDATE

Form C                                       Industrial Form                                        Form B
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Use with Clippard Use with Clippard                    Use with Clippard Maximatic
15 mm Valves Maximatic MME-31 & 41 Series,    MME-2PDS & MME-3PDS,

& 15 mm Valves MME-32 to 34 Series, & 
MME-42 to 44 Series

Form C                              Industrial Form                  Form B                                                                Cord
Order No.           Price       Order No.          Price Order No.            Price            Volts        LED    Length     
CC-C $ 3.82 CC-I $ 3.82 CC-B $ 3.82 6-240 no -
CC-C-P6 8.30 CC-I-P6 8.30 CC-B-P6 8.30 6-240 no 6’
CC-C-P15 13.16 CC-I-P15 13.16 CC-B-P15 13.16 6-240 no 15’
CC-CLL 11.46 CC-ILL 3.82 CC-BLL 3.82 6-24 yes -
CC-CLL-P6 11.46 CC-ILL-P6 11.46 CC-BLL-P6 11.46 6-24 yes 6’
CC-CLL-P15 16.22 CC-ILL-P15 16.22 CC-BLL-P15 16.22 6-24 yes 15’
CC-CLM 11.46 CC-ILM 3.82 CC-BLM 3.82 48-110 yes -
CC-CLM-P6 11.46 CC-ILM-P6 11.46 CC-BLM-P6 11.46 48-110 yes 6’
CC-CLM-P15 16.22 CC-ILM-P15 16.22 CC-BLM-P15 16.22 48-110 yes 15’
CC-CLH 11.46 CC-ILH 3.82 CC-BLH 3.82 208-240 yes -

CC-BLH-P6 11.46 208-240 yes 6’
CC-BLH-P15 16.22 208-240 yes 15’


