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MODEL A (dia) B C D E F H I J

NR1-2-X-G2 0.750 1.250 - 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G3 0.750 1.250 1.960 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G4 0.750 1.250 2.670 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G6 0.750 - 3.478 1.000 2.165 3.585 0.800 dia. - 1/4-28 UNF

NR2-2-X-G2 1.000 1.500 - 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G3 1.000 1.500 2.431 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G4 1.000 1.500 3.362 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G6 1.000 - 4.361 1.250 2.598 4.460 1.155 dia. - 1/4-28 UNF

NR3-2-X-G2 1.250 1.750 - 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G3 1.250 1.750 2.925 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G4 1.250 1.750 4.100 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G6 1.250 - 5.282 1.375 3.031 5.381 1.250 dia. - 1/4-28 UNF

NR4-2-X-G2 1.500 2.000 - 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G3 1.500 2.000 3.275 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G4 1.500 2.000 4.550 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G6 1.500 - 5.954 1.625 2.000 6.013 1.250 dia. - 1/8 NPS

COIL CHART

MODEL VOLTS AMPS POWER
(WATTS) ORIFICE (dia)

NR1-2-12-GX 12 VDC 0.08 1.1 0.040
NR1-2-24-GX 24 VDC 0.04 1.1 0.040
NR2-2-12-GX 12 VDC 0.13 1.6 0.0625
NR2-2-24-GX 24 VDC 0.06 1.7 0.0625
NR3-2-12-GX 12 VDC 0.40 4.2 0.093
NR3-2-24-GX 24 VDC 0.18 4.1 0.093
NR4-2-12-GX 12 VDC 0.60 7.2 0.156
NR4-2-24-GX 24 VDC .030 7.4 0.156
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MODEL A (dia) B C D E F H I J

NR1-2-X-G2 0.750 1.250 - 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G3 0.750 1.250 1.960 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G4 0.750 1.250 2.670 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G6 0.750 - 3.478 1.000 2.165 3.585 0.800 dia. - 1/4-28 UNF

NR2-2-X-G2 1.000 1.500 - 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G3 1.000 1.500 2.431 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G4 1.000 1.500 3.362 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G6 1.000 - 4.361 1.250 2.598 4.460 1.155 dia. - 1/4-28 UNF

NR3-2-X-G2 1.250 1.750 - 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G3 1.250 1.750 2.925 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G4 1.250 1.750 4.100 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G6 1.250 - 5.282 1.375 3.031 5.381 1.250 dia. - 1/4-28 UNF

NR4-2-X-G2 1.500 2.000 - 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G3 1.500 2.000 3.275 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G4 1.500 2.000 4.550 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G6 1.500 - 5.954 1.625 2.000 6.013 1.250 dia. - 1/8 NPS

COIL CHART

MODEL VOLTS AMPS POWER
(WATTS) ORIFICE (dia)

NR1-2-12-GX 12 VDC 0.08 1.1 0.040
NR1-2-24-GX 24 VDC 0.04 1.1 0.040
NR2-2-12-GX 12 VDC 0.13 1.6 0.0625
NR2-2-24-GX 24 VDC 0.06 1.7 0.0625
NR3-2-12-GX 12 VDC 0.40 4.2 0.093
NR3-2-24-GX 24 VDC 0.18 4.1 0.093
NR4-2-12-GX 12 VDC 0.60 7.2 0.156
NR4-2-24-GX 24 VDC .030 7.4 0.156

NR1-2-X-G6

H (BCD)

F
E

hex.

A

C

#4-40 thd. 
mtg. holes 
(typ.)

D

A

F

B

E H

I

H

NRX-2-X-G2

#4-40 thd. 
mtg. holes 
(typ.)

D

J (common 
port)

NRX-2-X-G3

A

F E H

I

H

B

C

D

NRX-2-X-G4

A

H

H

B

C

EF

I

J (common
port)

D

#4-40 thd. 
mtg. holes 
(typ.)

#4-40 thd. 
mtg. holes 
(typ.)

J (port
typ.)

J (port
typ.)J (port

typ.)

J (port)

J (port
typ.)

J (common 
port)

MODEL A (dia) B C D E F H I J

NR1-2-X-G2 0.750 1.250 - 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G3 0.750 1.250 1.960 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G4 0.750 1.250 2.670 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G6 0.750 - 3.478 1.000 2.165 3.585 0.800 dia. - 1/4-28 UNF

NR2-2-X-G2 1.000 1.500 - 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G3 1.000 1.500 2.431 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G4 1.000 1.500 3.362 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G6 1.000 - 4.361 1.250 2.598 4.460 1.155 dia. - 1/4-28 UNF

NR3-2-X-G2 1.250 1.750 - 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G3 1.250 1.750 2.925 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G4 1.250 1.750 4.100 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G6 1.250 - 5.282 1.375 3.031 5.381 1.250 dia. - 1/4-28 UNF

NR4-2-X-G2 1.500 2.000 - 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G3 1.500 2.000 3.275 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G4 1.500 2.000 4.550 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G6 1.500 - 5.954 1.625 2.000 6.013 1.250 dia. - 1/8 NPS

COIL CHART

MODEL VOLTS AMPS POWER
(WATTS) ORIFICE (dia)

NR1-2-12-GX 12 VDC 0.08 1.1 0.040
NR1-2-24-GX 24 VDC 0.04 1.1 0.040
NR2-2-12-GX 12 VDC 0.13 1.6 0.0625
NR2-2-24-GX 24 VDC 0.06 1.7 0.0625
NR3-2-12-GX 12 VDC 0.40 4.2 0.093
NR3-2-24-GX 24 VDC 0.18 4.1 0.093
NR4-2-12-GX 12 VDC 0.60 7.2 0.156
NR4-2-24-GX 24 VDC .030 7.4 0.156
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MODEL A (dia) B C D E F H I J

NR1-2-X-G2 0.750 1.250 - 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G3 0.750 1.250 1.960 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G4 0.750 1.250 2.670 1.000 1.250 2.670 0.400 0.425 1/4-28 UNF

NR1-2-X-G6 0.750 - 3.478 1.000 2.165 3.585 0.800 dia. - 1/4-28 UNF

NR2-2-X-G2 1.000 1.500 - 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G3 1.000 1.500 2.431 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G4 1.000 1.500 3.362 1.250 1.500 3.362 0.500 0.500 1/4-28 UNF

NR2-2-X-G6 1.000 - 4.361 1.250 2.598 4.460 1.155 dia. - 1/4-28 UNF

NR3-2-X-G2 1.250 1.750 - 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G3 1.250 1.750 2.925 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G4 1.250 1.750 4.100 1.375 1.750 4.100 0.625 0.563 1/4-28 UNF

NR3-2-X-G6 1.250 - 5.282 1.375 3.031 5.381 1.250 dia. - 1/4-28 UNF

NR4-2-X-G2 1.500 2.000 - 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G3 1.500 2.000 3.275 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G4 1.500 2.000 4.550 1.625 2.000 4.548 0.625 0.688 1/8 NPS

NR4-2-X-G6 1.500 - 5.954 1.625 2.000 6.013 1.250 dia. - 1/8 NPS

COIL CHART

MODEL VOLTS AMPS POWER
(WATTS) ORIFICE (dia)

NR1-2-12-GX 12 VDC 0.08 1.1 0.040
NR1-2-24-GX 24 VDC 0.04 1.1 0.040
NR2-2-12-GX 12 VDC 0.13 1.6 0.0625
NR2-2-24-GX 24 VDC 0.06 1.7 0.0625
NR3-2-12-GX 12 VDC 0.40 4.2 0.093
NR3-2-24-GX 24 VDC 0.18 4.1 0.093
NR4-2-12-GX 12 VDC 0.60 7.2 0.156
NR4-2-24-GX 24 VDC .030 7.4 0.156
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2-Valve Models      3-Valve Models
NRX-2-X-G2       NRX-2-X-G3

4-Valve Models      6-Valve Models
NRX-2-X-G4       NRX-2-X-G6

DIMENSIONS

Model A (dia) B C D E F H J

NR1-2-X-G2 0.750” 1.250” - 1.000” 1.250” 2.670” 0.400” 1/4-28 UNF
NR1-2-X-G3 0.750” 1.250” 1.960” 1.000” 1.250” 2.670” 0.400” 1/4-28 UNF

NR1-2-X-G4 0.750” 1.250” 2.670” 1.000” 1.250” 2.670” 0.400” 1/4-28 UNF

NR1-2-X-G6 0.750” - 3.478” 1.000” 2.165” 3.585” 0.800” dia. 1/4-28 UNF

NR2-2-X-G2 1.000” 1.500” - 1.250” 1.500” 3.362” 0.500” 1/4-28 UNF

NR2-2-X-G3 1.000” 1.500” 2.431” 1.250” 1.500” 3.362” 0.500” 1/4-28 UNF

NR2-2-X-G4 1.000” 1.500” 3.362” 1.250” 1.500” 3.362” 0.500” 1/4-28 UNF

NR2-2-X-G6 1.000” - 4.361” 1.250” 2.598” 4.460” 1.155” dia. 1/4-28 UNF

NR3-2-X-G2 1.250” 1.750” - 1.375” 1.750” 4.100” 0.625” 1/4-28 UNF

NR3-2-X-G3 1.250” 1.750” 2.925” 1.375” 1.750” 4.100” 0.625” 1/4-28 UNF
NR3-2-X-G4 1.250” 1.750” 4.100” 1.375” 1.750” 4.100” 0.625” 1/4-28 UNF
NR3-2-X-G6 1.250” - 5.282” 1.375” 3.031” 5.381” 1.250” dia. 1/4-28 UNF

NR4-2-X-G2 1.500” 2.000” - 1.625” 2.000” 4.548” 0.625” 1/8 NPS

NR4-2-X-G3 1.500” 2.000” 3.275” 1.625” 2.000” 4.548” 0.625” 1/8 NPS
NR4-2-X-G4 1.500” 2.000” 4.550” 1.625” 2.000” 4.548” 0.625” 1/8 NPS
NR4-2-X-G6 1.500” - 5.954” 1.625” 3.464” 6.013” 1.250” dia. 1/8 NPS




