Cippard

Mimamanie

8 MM BORE STAINLESS STEEL METRIC CYLINDER

Mount: Stud Standard Stroke Lengths: 10 mm, 25 mm, 40 mm, 50 mm,
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Nut included, but not shown on drawing
Standard Stroke Lengths: 10 mm, 25 mm, 40 mm, 50 mm,
80 mm, 100 mm

Mount: Universal
Type: Rotating Rod

M-UDR-05-[]-[]

Options: B, V
Double Acting
71.9 mm + stroke 12.7
@ 16 mm 10 mm mm sq
14 mm /\ m
3 : 1 ] fan) 11 mm |
—{fs ] et 2 ;\u/g
M3 x 0.5 / 4 mm N 4 mm flats
thd. M10 X 1.25 M5 xt0.8 ) _
thd. ports Nuts included, but not shown on drawing
Mount: Stud Standard Stroke Lengths: 10 mm, 25 mm, 40 mm, 50 mm,
M-SSR-O5- D = D Type: Rotating Rod 80 mm, 100 mm
Options: B, V
Single Acting L 12.7
10 mm 8 mm mm sq.
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holes (3 mm dia. thru) shown on drawing
“L” (mm) for Standard Strokes
Stroke 10 25 40 50 80 100
46 68 95 105 154 181
Mount: Universal Standard Stroke Lengths: 10 mm, 25 mm, 40 mm, 50 mm,
M -USR-OS- D = D Type: Rotating Rod 80 mm, 100 mm
Options: B, V
Single Acting L 127
10 mm 8 mm mm'sq.
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M3x05/2.4 M5x0.8 4 mm 4 mm flats
thd. port Nuts included, but not
M10x 1.25 (2) mounting ’
thd. holes (3 mm dia. thru) shown on drawing
“L” (mm) for Standard Strokes
Stroke 10 25 40 50 80 100
62 83.5 111 121 170 197
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