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(2) 1/16" I.D.
hose barb

#10-32 thd.

0.468

0.656

1/4" sq.
1/8" I.D.
hose barb

1/16" I.D.
hose barb

#10-32 thd.

0.468

0.728

1/4" sq.

(2) 1/8" I.D.
hose barb

#10-32 thd.

0.468

0.800

1/4" sq.

(3) 1/16" I.D.
hose barb

0.656

0.453

1/4" sq.

(2) 1/16"
I.D. hose barb

1/8" I.D.
hose barb

0.656

0.525

1/4" sq.

(2) 1/16" I.D.
hose barb

1/8" I.D.
hose barb

0.728

0.453

1/4" sq.

1/16" I.D.
hose barb

(2) 1/8"
I.D. hose

barb

0.728

0.525

1/4" sq.
(2) 1/8" I.D.
hose barb

1/16" I.D.
hose barb

0.800

0.453

1/4" sq.

(3) 1/8" I.D.
hose barb

0.800

1/4" sq.

0.525

“T” FITTINGS

Hose to Hose “T” Fittings

#10-32 to “T” Fittings

T42-4 T44-2 T44-4

T22-2 T22-4 T42-2

TT0-202 TT0-402

TT0-404

Material: Brass electroless nickel plated

Gasket: Buna-N gasket included with #10-32
threads except when ordered in bulk

(2) 1/16" I.D.
hose barb

#10-32 thd.

0.671

0.453

1/4" sq.

1/8" I.D.
hose barb

#10-32 thd.

0.671

0.525

1/4" sq.

1/16"
I.D.
hose
barb

1/8" I.D.
hose
barb

1/16" I.D.
hose barb

#10-32 thd.

0.743

0.453

1/4" sq.

TT2-2

TT2-4 TT4-2

(2)1/8"
I.D. hose barb

#10-32 thd.

0.525

1/4" sq.

0.743

TT4-4

Gasket: Buna-N gasket included (not installed)

TT3-3

TT0-303
NEW!

NEW!

T33-3 T33-4 T44-3

T22-3 T33-2

NEW!NEW! NEW!

NEW! NEW!

(3) 3/32" ID
hose barb

0.712

1/4" sq.

0.494

(2) 3/32" ID
hose barb

0.712

1/4" sq.

0.525

1/8" ID
hose barb

(2) 1/16"
ID hose barb

1/8" ID
hose barb

0.656

0.494

1/4" sq.

(2) 3/32" ID
hose barb

1/16" ID
hose barb

0.712

0.453

1/4" sq.

(2) 1/8" I.D.
hose barb

3/32" I.D.
hose barb

0.812

0.494

1/4" sq.

(2) 3/32" I.D.
hose barb

#10-32 thd.

0.468

0.738

1/4" sq.

(2) 3/32" I.D.
hose barb

#10-32 thd.

0.699

0.493

1/4" sq.


