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Clippard's original EV series valve design is a deceptively
simple arrangement featuring a remarkably quiet, low power
operation. The Clippard "spider" armature spring is the only
moving part, and its motion to operate the valve is a mere
0.007" travel. As a result, this valve features an exceptionally
long life—proven to last more than 1,000,000,000+ cycles!
Low voltage DC inputs move the spider, generating extremely
fast response times of 5 to 10 milliseconds while using only
0.67 watts of power. The EV series is cool running and its
compact, lightweight design makes it easy to mount in small
spaces.
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Installation Socket Torque Tool 30215
864

Spade Terminal, 0.110"

ET-C48 or ET-C120 or 3831-1-PKG
0.028A

Over 1 Billion

Standard, High Pressure, Oxygen Clean,
Analytical, Corrosion-Resistant, N.O.
Manifold

40 micron (recommended)

3-Way Universally Ported

0.1 sccm

Single & Multi-Station, Specialized
FKM (02 Clean/Analytical)

Nickel Alloy

ENP brass, nickel alloy, stainless steel,
ENP steel

105 (7.2 bar)

Clean, Dry Air and Compatible Liquids and

Gases
Manifold

105 psig (17 I/min @ 100 psig)

32 to 180°F (0 to 82°C)

90 to 150%

0.007"

Spider Valves

5 to 10 milliseconds (nominal)
Analytical

Imperial

24 VvDC

0.67 Watts (nominal)

0.1700
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http://www.clippard.com/downloads/PDF_Documents/2D%20Drawings/Clippard%20EV%20Mouse%20Valves%202D%20Files.pdf
https://www.clippard.com/part?sku=30215
https://www.clippard.com/part?sku=ET-C48
https://www.clippard.com/part?sku=ET-C120
https://www.clippard.com/part?sku=3831-1-PKG
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20EV%20Series%20Electronic%20Valves.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20EHV%20Electronic%20Valves%20Data%20Sheet.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Oxygen%20Clean%20Valves.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Analytical%20Valves.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Corrosion%20Resistant%20EV%20Series.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Normally-Open%20Manifold%20EV%20Series.pdf
https://www.clippard.com/part/configure/EVMAN
https://www.clippard.com/part/configure/EVSMAN
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Spider%20Technology%20Brochure.pdf

North America: 1.877.245.6247 « sales@clippard.com | Europe: +32 10.45.21.34 « sales@clippard.eu | China: +86 137.9527.9010



	EV Electronic Valves
	A-ETO-3M-24


