M-MJTV-4F

Clippard

Flow

Force to Rotate Toggle
Function

Included Item(s)
Input PSI

Material, Body
Material, Seals

Material, Spring

170 I/min @ 3.4 bar; 280 I/min @ 7 bar

12 oz. Nominal

4-Way Normally-Closed

Nut & Lockwashers

300 psig max.

Brass

Nitrile Std. FKM or Krytox optional

Stainless Steel Stem & Spring

Material, Toggle Plastic
Max PSI 10.3 bar
Medium Air, Water or Oil
Mount M12 x 0.75 thread.
These #10-32 ported 2-Way, 3-Way and 4-Way valves are manually- _‘I_)Perati"fl " 32 to 230°F (0 to 110°C)
actuated with a toggle. The toggles are NP steel and have a detent STpEratuici ange
action. The MTV-5 has threaded exhaust and can be connected in a
. X . Port, Inlet / Port,
dual inlet pressure configuration. Outlet G1/8/G/18
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Product Line Brochure
Seals
Style
Unit

Weight (Ibs.)

Mechanical Valves

Nitrile Std., FKM & Krytox Optional
Toggle

Metric

0.1800


https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Mechanical%20Valves%20Brochure.pdf

exhaust 17

16 D o M12 x 0.75 thd.
G1/8 outlet .
Units: Millimeters
Pressure vs. Flow
800
700 1 — MUTV-3
600 — NUTV-4/NITV-5

500

300 |
200
100

Flew {I/min}

0 10 20 30 40 s0 60 0 B0 90 100
Pressure (psig)

‘ ARRARRRAN |
floml Nemd Imsl Howd (i I

North America: 1.877.245.6247 + sales@clippard.com | Europe: +32 10.45.21.34 « sales@clippard.eu | China: +86 137.9527.9010



