Clippard

#10-32 & 1/8" NPT Valves

MAV-4

The MAV series are #10-32 ported valves that change their flow path
when the stem is depressed or released. The 2-Way and 3-Way valves
are offered in both Normally-Closed (not passing) or Normally-Open
(passing) versions.
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2D File

140 I/min @ 50 psig; 170 I/min @ 100 psig
4-Way

Nut & Lockwashers

150 psig

Brass, ENP Available

Nitrile Std., FKM & Krytox Optional

Stainless Steel

Air, Water or Qil

15/32-32 thread. Nut and lockwasher furnished.
Two 0.201" dia. mounting holes in valve body.

32 to 230°F (0 to 110°C)

#10-32

#10-32
Normally-Open/Closed
Mechanical Valves
3/16"

3/16"

Stem

Imperial

0.2400

North America: 1.877.245.6247 + sales@clippard.com | Europe: +32 10.45.21.34 « sales@clippard.eu | China: +86 137.9527.9010


http://www.clippard.com/downloads/PDF_Documents/2D%20Drawings/Clippard%20MAV%20Valves%20Family.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Mechanical%20Valves%20Brochure.pdf
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