Clippard

NPV Electronic Pinch Valves
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The NPV Series Pinch Valve is a solenoid-operated device that is
designed to open and close tubes for controlling flow of liquids and
gases. Other valve types have internal passages that may cause small
amounts of fluid to remain in the valve. Pinch valves have no areas or
dead volume where fluid can become trapped. Only the inside of the
tubing contacts the fluid. Energizing the solenoid retracts or attracts
the plunger, which opens or closes the tube. De-energizing the
solenoid will allow the plunger to return to its original state.
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Applications Form
None
18" (45 cm) Wire Leads

Data Sheet, Hit & Hold Info, State Feedback
Info, Panel Mount Info

CE, RoHs (Download)

3-Way Dual Tube (1 N-O, 1 N-C)

Sanitary Platinum-Cured Silicone

Silicone Tubing (no wetted areas in valve)
14 psi

Air, Water, Gas & Compatible Fluids

In-Line

#2-56 or #4-40 manifold. M3 also available.

0 to 30 psig (0 to 2 bar) with standard
medical/lab grade silicone tubing

-20 to 158°F (-29 to 70°C)

1.5 Watts

Isolation Valves
20ms

#4-40 (max. 0.125")

1/16" ID-1/8" OD, Food Grade

50 Shore A

770%

Comes with 12" (30 cm) of selected tubing.
Additional tubing available separately.

280 psi (19,3 bar)

200 ppi

1,450 psi (100 bar)

0.0313" (0.8 mm)
Imperial

12VDC

1.5 Watts

0.2000

North America: 1.877.245.6247 + sales@clippard.com | Europe: +32 10.45.21.34 « sales@clippard.eu | China: +86 137.9527.9010


https://www.clippard.com/downloads/PDF_Documents/Clippard%20Pinch%20Valves%20Custom%20Form.pdf
http://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20NPV%20Series%20Pinch%20Valves.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Hit%20and%20Hold%20Option%20for%20Isolation%20Valves.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/state-feedback-pinch-valve.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/state-feedback-pinch-valve.pdf
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Panel%20Mount%20Pinch%20Valves.pdf
https://www.clippard.com/cms/quality-documentation
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Isolation%20Valves%20Brochure.pdf
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