
For applications that require easier access or enhanced
cleanliness, Clippard pinch valves are also available with a
convenient panel mount option. Compared to standard
manifold mounted pinch valves, panel mounting offers
simplified installation, a cleaner appearance, and reduced
contamination risk.

Panel-Mounted Pinch Valves Applications Form Applications Form

Connection 18" (45 cm) Wire Leads

Documentation CE, RoHS (Download)

Life Cycle ±1,000,000

Material, Body Aluminum ENP

Material, Tubing Sanitary Platinum-Cured Silicone

Material, Wetted Tubing (no wetted areas in valve)

Medium Air, Water, Gas & Compatible Fluids

Mount Thru Panel

Operating Pressure 0 to 30 psig (2,1 bar) with standard
medical/lab grade tubing

Panel Thickness 1/4" (6.4 mm) max.

Product Line
Brochure Isolation Valves

Response Time <50 ms

Tubing, Durometer
Hardness 50 Shore A

Tubing, Length
Comes with 12" (304.8 mm) of selected
tubing. Additional tubing available
separately.

Tubing, Tensile
Strength at Break Tubing, Tensile Strength at Break

Weight (lbs.) 0.6000
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https://www.clippard.com/downloads/PDF_Documents/Clippard%20Pinch%20Valves%20Custom%20Form.pdf
https://www.clippard.com/cms/quality-documentation
https://www.clippard.com/downloads/PDF_Documents/Product%20Data%20Sheets/Clippard%20Isolation%20Valves%20Brochure.pdf
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