Clippard

Push Buttons coler Pl
Mount 22 mm Thread
P22_P2E_B Product Line Brochure  Mechanical Valves
style Extended
Unit Imperial

Clippard offers push button actuators for use with a large variety of
stem-operated valves. They can be used on individual stem valves or
in panel mounting applications. These actuators are available in a
variety of colors, allowing you to color code, or easily differentiate
between valves when designing control systems. The design allows
complete actuation of the valve with no over-travel or side load to the
valve assuring superior perforance and long life.
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PB-22-x AdapterInstallation

1. Remove plasticlocking nut from actuator (not used)
2. Pressinterface into actuator
3. Insert actuator into hole in panel
4, Thread panel adapter nut onto actuater Intertace (8-2-T)
5, Align actuator, tighten up to panel Adapter | Actuator & e P22
b. Insert swivel adapterinto hole inhousing Pa2-pIF- F;}tP:IO' Tiass
7. Slide spacers ontothread of valve (if needed) PB-22P | PL2-FIE-
8. Thread valve onto swivel adapter Egg&zm
9, Thread housing onto panel adapter PB-22 PY-LAM-
10, Align as needed, tighten all connections FATIE
Valve Spacer PB-22-T E%%EL
May-2,-2B-2R,-3R,3, 3P Nore PYIKIK - Actuator
MAYD-2, -3

Interfacs PB-22-F)
PN 11467
Press Into Actuator

MIV-2, -3 MIVO-2, 3 148"
MAY-4,-40 Wiy, 40 | Mone

- Mone
FV-3,-3P-30,-30P
FV-4, -4p-40, 40P 14" ,\\_ Panal {ef)

FV-5,-50-50, 5D

Panal Adapter Nut

Swvivel Adapter

Housing

(A Spacers
(522 chart)

Valye

PB-22-X Adapter
push bution L RS

or twist P22-P2F- PB-22P  1.200° 0450"
P22-P2E- PB-22-P 1.200"  0.650”

P22-P2M- PB-22-P 1,600 0.850"

g . " P22-13M- PB-22-K 1450”7 1.000"
0.25" max muntlng P22-L4M- PB-22-K 1.450"  1.200"

panel thickness P22T2T-  PB22T 12000 0925
P22TIT  PB22T 12007 0925
P22-T3K-  PB-22T 1200 1.000"

| / itz into 0875 P22-K3K- PB-22-T 1.200"  1.000"
SN L
dia. hole Mounting Chart for Clippard Valves
- The following chart gives the necessary spacing
1.330 nut required between the shoulder of the valve and the
base of the adapter. Two 1/16” spacers are furnished
interfaca with each adapter.
g (SEE Spacer Requirements
munting ¢ hart) Valves
HV-3, -4, ugr
MAV-2, -2P, 2R, -3R, -3, -3P Nane
1' GV-2, -3
MAVO-2, -3 iy
dependant upaon IN2, B
vahe used MINO- TS
MAV-4, -4D
brass valve MJV-4, -4D None
ES-1
FV-3, 3P, -3D, -3DP 178"
FV-4, -4P, -4D, -4DP
FV-5,-5P, -5D, -5DP
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Mounting Clippard Manual Actuators
These drill plans are for units fitted with optional anti-
rotation ring
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